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Express Cravatte Collars

Un guarnizione interna in gomma con dentatura
di precisione assicura la tenuta ad alta e bassa
pressione, anche per gas e liquidi

Guarnizione in gomma EPDM Bianca FDA
(-40° C + 110°) per raccordi SL, SP e SP INOX

Guarnizione in gomma EPDM nera
(-60° C + 150° C) per raccordi SXL

Guarnizione in gomma VITON® (fino a 250° C)

Su richiesta sono disponibili altri tipi di guarnizioni in
gomma

Guarnizioni in gomma

Viti M 8 zincate + dado flangiato (per raccordi
SXL)

Viti M 12 zincate  + dado (per raccordi SL
e SP zincati < ø 76,1 mm)

Viti M 16 zincate  + dado (per raccordi SL
e SP zincati ≥ ø 76,1 mm)

Viti M 12 INOX 304  + dado (per raccordi SP
INOX < ø 76,1 mm)

Viti M16 INOX 304 con inserto in Nylon +
dado (per raccordi SP INOX ≥ ø 76,1 mm)

C Accessori
Accessories

Accessori
Accessories

Bulloni
Bolts

Collari zincati di bloccaggio tiranti
(su richiesta INOX 304)g

Tiranti per carichi assiali zincati (su
richiesta INOX 304)f

Galvanised clamping collar for
reinforcing flats (Stainless steel 304
available on request)

g

Galvanised tension strength
reinforcing flats (Stainless steel 304
available on request)

f

M8 M12 inox
M12 SS

M16

M16 inox 304 + nylon
M16 SS 304 + nylon

An internal rubber gasket with die cut teeth
to assure a positive seal at high and low pressure  for
gas or liquids too.
White  EPDM rubber gasket FDA (-40° C +100° C)
for SL, SP and stainless steel SP couplings
Black EPDM rubber gasket (-60° C + 150° C)
for SXL couplings
VITON® rubber gasket (up to 250° C)
Other rubber gaskets available on request.

Rubber gaskets

g

f
h

Sistema rapido con leve per la
chiusura a scatto del raccordo senza
uso di chiavi

h

Quick release lever assembly kit
to reduce fitting and maintenance
time - no need for keys

h
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Galvanised M8 screws  + flanged nut (for
SXL couplings)

Galvanised M12 screws + nut (for galvanised
SL and SP couplings < ø 76.1mm)

Galvanised M16 screws + nut (for galvanised
SL and SP couplings ≥ ø 76.1mm)

Stainless Steel 304 M12 screws + nut (for
Stainless Steel 304 SP couplings < ø 76.1mm)

Stainless Steel 304 M16 screws with nylon
insert + nut (for SS 304 SP couplings ≥ ø 76.1mm)

SB
Stamp


	Untitled



